Cargo Trike Assembly Details — Standard & Electric Versions

Please take the time to become mere with the different parts and what they are called before starting
to build your cargo tricycle. The instructions are the same for both the standard pedal version and the
electric version.
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Step 1: Front Wheel Fixing

[ Required Parts ] [ Required Tools ]

B !

Front Chassis Front
Frame Wheel Wrench

Loosen The Screws On Both Sides
Of The Wheel And Remove The
Other Side

Install The Wheel On The Front
Chassis Frame And Tighten The
Screws On Both Sides Of The Wheel

Note That The Texture Of The Wheel
Is A Direction

.
.
&’

The Same Way To Install The Other
Side
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Step2 : Install Front Disc Brake

[ Required Parts ] [ Required Tools ]
(-
The First Part Is  Disc Brake, Inner
Completed Hexagon Screw Tool

Take The Corresponding Disc Brake
Device,Clamp The Middle Slot Of The
Disc Brake,Inner Disc Brake Device On The Disc Brake
Hexagon M5 Screw Pads,Position The Hole On The Disc
Brake Device To The Hole On The
Frame,Fastening Screw

Install The Other Side In The Installed As Shown In The
Same Way Picture
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Step3: Connect The Front And Rear Bike Frame

[ Required Parts ] [ Required Tools )

Rear Bike %

Frame

2
»

f,i
-

-

Front Bike Steering
ML Frame Inner Shaft Wrench

[
I
|

o Reverse The Installation Turn the frame
e o Frame And Install As Shown over and put the
Steering Inner  The Bearing shaft sleeve
Shaft Split Horizontally into it.

\‘ .
\ /\x

Install Connect The Put The Gasket Make Them

Another Shaft Rear Frame And Under The Head Concentric, Install

Horizontally The Front Frame Tube And In The The Shaft, Pay
Together, And Middle Of The Attention To The
Put The Gasket  Slot. Shaft Sleeve Inside
Between The Slot « Of The Head Tube

And Above The g\ WS
- Installation as
’ ! -\/ shown

Head Tube.
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Step4: Connecting The Steer Dampers
[ Required Parts ] [ Required Tools ]
| L

Steer Dampers Spanner

o

(D Connect The
Damper A1 Side With
Thedamper Hole
Under The Center

Of The Chassis
Frame And Tight It By
Spanner.

Assembly Another
Damper A2 Side.

(2) Connect The
Chassis Frame And
The Rear Frame
With The Bring
Respectively.

@) Finish The Steer
Dampers.
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Step 5: Assemble the Fender

[ Parts & Tools ]

Rear Frame. Fender. Tools. Nut No.(6). Screw No.(9).
Screwdriver And Spanner

Rear Frame,
Fender, Tools,

Nut No.(6), Screw
No.(9), Screwdriver
And Spanner

Vv
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Step6: Assemble The Fender

[ Parts & Tools ]

...y Rear Frame

Long Corner lIron «......... -eeeeeeny REAT Carrier

Nut No.(7)/Screw
No.(9) and its seat

Nut No.(7)/Screw
No.(9) and its
seat

: P .5 Nut No.(4)/Screw
Nut No.(4)/Scr§W Ml SRR ’ No.(1) an(d )its seat
No.(1) and its Screwdriver
seat

Rear Frame

Long Corner
Iron

-~
/ -

Nut No.(4)/
- b

@ |~ Screw
- No.(1) and

_\/ its seat

Assembling The Long Corner Iron On The Saddle Side And The Short's
Front The Trolley. Please Assemble Them In Terms Of The Picture Above.
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Step7: Assemble the handle

[ Required Parts ] [ Required Tools ]
] | Q@ Nut No.(3)
ﬂ‘ ﬁ Screw No.(12)
O
g

bi 4

@ﬁgﬁn
‘o

—

Frame And Handle Screwdriver

The Place To Fix The
Screws

Fix The Handle On The Corner Iron And
Tight Up The Screws By Spanner.
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Step8: Connect The Brake Cables

[ Required Parts ] [ Required Tools ]
(-
_
|
|
Frame Brake Cables And Hexagonal
Other Parts Spanner

A ba

- V/

() Just Like The Picture, Pass One Side 2 Pass The Rest Part Of The Brake Cable Into The
Of The Brake Cable Through The Brake. Brake And Keep The Cable Straightly Lying On The Neck.

\ :
.. o = \ 3 /

@ It's A Really Important Step That The (@ Pass The Brake Cables Through The Three
Adjustment To The Brake Needs To Be Suitable. Places As With The Picture Above.

z

&) Pass The Brake Cables (©) Loose The V Brake's (7) Pass The Brake Cable

Through The Three Places Screw But Not Take It Off. Through The V Brake.
As With The Picture Above.
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Step9: fix the saddle

[ Required Parts ] [ Required Tools ]
' ’ Long $
| Screw /
H No.(1) :
: @ Nut o
Saddle Parts For Frame
S
The Saddle No.(6) panner

N

Py
(1 Fix The Part On The Saddle (2) Use The Long Screw No.(1)
And Tight It. To Tight On The Bottom Of The
Saddle.

(3) Fix the saddle.

.\/
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Step10: Connect The Brake Cables

[ Required Parts ] [ Required Tools ]
LY I %
; -/f’ Lj)'/ '?‘
I b e 4
- e ‘
Pedals Spanner

Fix The Pedals On
The Corresponding
Places By Spanner.
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@

Step11: Fixed Wooden Box

[ Required Parts ]
¢))

&) ® ®

@ @

[ Required Tools ]

Screw Cap D

v (]

There Are 7 Pieces Wooden Board Screws Screwdrivers

@

The Corresponding Number Of The

Boards Is Shown In The Picture.

1. Install No. 7 Wooden Board First

2.Install No.3,4 Wooden Board Again

3.Install No.1,2 Wooden Board Again

4 Finally Install No. 5 And No. 6 Seat
Wooden Board

Assembly Picture
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Finally, The Installation |s Completed And
Debugging Is Carried Out.
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